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2. Citations and explanations (Rule 70.7): 
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Box No. VII Certain defects in the intern ational application _ 

The following defects in the form or contents of the international application have been noted: 
see separate sheet 
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enervati ons on the internation al application 



The following observations on the clarity of the Cairns, description, and drawings or on the question whether the 
cla^s are fully supported by the description, are made: 

see separate sheet 
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S^fd statement with regard to nove.ty, inventive step or Industrie, applicability; 
citations and explanations supporting such statement 

pl^art DE 3938655 A corresponding to Fl 83802 C, page 1 of the description discloses 

J™«ment for quiding the deadlocking of a latch belt in a door lock compns.ng a lock 
l™Slaiw and an auxiliary boi, cooperating with a guide member ^on 
which 1c. members causing the deadlocking of the latch bol, as ,n the preamble of cla.m 1 
Problem: To avoid malfunctioning of the deadlocking arrangement 
Solution- Said acting members comprise a separate stop member accord,ng to the 
characterising part of claim 1 . There is no lead in the available pnor art to such an 
arrangement. 

Claims 2-9 are dependent on claim 1 and as such aiso meet the requirements of the PCT 
with respect to novelty and inventive step. 



Re Item VII 

Certain defects in the international application 



Contrary to the requirements of Rule 5.1 (a)(ii) PCT, the relevant background art disclosed 
£ thrdocument EP 10 31 686 A is not mentioned in the description, nor ,s th.s document 



identified therein. 



Rp item VIII 

Certain observations on the international applicat.on 

The description is not in conformity with the claims as required by Rule 5.1(a)(iii) PCT. 
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AMENDED CLAIMS 
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1 . An arrangement for guiding the deadlocking of a latch bolt in a door lock 
comprising a lock case (1), which is provided with a latch bolt (3) urged by a 
spring (5) to a position protruding from the lock case, which latch bolt has a 
body part (3a) and at least one outwardly tapering wedge-shaped headpiece 



(3b) pivotably supported by the body part so that the latch bolt (3) may be 
pressed into the lock case (1) from either side thereof in the dSrection of door 
opening or closing due to a force acting upon said at least one wedge-shaped 

TO headpiece, an auxiliary bolt (8) urged by a spring (9) to a position protruding 
from the lock case, and a guide element (7), which is on one hand arranged 
to accomplish deadlocking of the latch bolt (3) and on the other hand to be in 
cooperation with the auxiliary bolt (8) so that the auxiliary bolt (8) is arranged 
to prevent the moving of the guide element (7) to its position providing the 

1 5 deadlocking of the latch bolt (3), while the latch bolt is in its protruding posi- 
tion, said arrangement including members which are arranged to allow the 
moving of the guide element (7) to a position providing the deadlocking of 
the latch bolt (3) only in case both the auxiliary bolt (8) and the latch bolt (3) 
are first moved to their retracted positions, characterised in that said mem- 

20 bers comprise a separate stop member (11) movably supported by the auxil- 
iary bolt (8), which stop member is arranged to act upon the guide element 
(7), for instance a protrusion (7c) in it, so that it prevents the moving of the 
guide element (7) to a position providing the deadlocking of the latch bolt (3), 

25 member (1 1) can be moved to a position, where it correspondingly allows the 
moving of the guide element (7) to its position providing the deadlocking of 
the latch bolt (3). 

2. An arrangement according to claim 1, characterised in that the stop mem- 
30 ber (11) is urged by a spring (12) to its position allowing the moving of the 
guide element (7). 
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3. An arrangement according to claim 1 or 2, characterised in that the auxil- 
iary bolt 18) is provided with a guiding piece (10) attached to the lock case 
(1), which guiding piece defines the freedom of movement of the stop mem- 
ber (11) and is arranged to guide the movements of the auxiliary bolt (8). 

5 

4. An arrangement according to claim 3, characterised in that the stop mem- 
ber (11) comprises a guiding edge (11a), which is in cooperation with the 
guide element (7) and is tumable relative to said guiding piece (10). 

10 5. An arrangement according to claim 4, characterised in that the guiding 
piece (10) comprises wedge-shaped guide surfaces (10a) for the stop mem- 
ber (11). 

6. An arrangement according to any one of the preceding claims, character- 
15 ised in that said protrusion (7c) of the guide element is provided with a re- 
cess (7d), where the stop member (11) is normally located so as to prevent 
said turning movement of the stop member (11), while the latch bolt (3) and 
the auxiliary bolt (8) are in their protruding positions. 

20 7. An arrangement according to claim 6, characterised in that the latch bolt 
(3) is provided with a guide surface (4a). which is arranged to move the 
guide element (7) so as to release the stop member (11) from the impact of 
said recess (7d), when the latch bolt (3) is pressed into the lock case (1). 

25 8 An arrangement according to claim 7, characterised in that said guide sur- 
face (4a) is connected to a deadlocking member (4) of the latch bolt, which 
member the guide element (7, 7a) is arranged to act upon in order to accom- 
plish deadlocking of the latch bolt. 

30 9. An arrangement according to any one of the preceding claims when ap- 

piied to a lock case, which ^ is also provided with a dead bolt (13), character- 
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ised in that said guide element (7) is arranged to guide also the 
movements of the dead bolt (13). 
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